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Usher is connected to the
AXB whip.
Guard is connected at the
AXB hinge.

 Cleared of Ground Plane

Radiation Shield, 
connects to -V pin and 
OP15 pin 4 via 
pads on board

Ground Plane

SPHERE

Note 3: Board is labeled RBSP_EFW_PRE_002 Rev B

Note 2: C1A and C1B are CWR06 tantalum capacitors. Weld and Dimple
Projection Identifies Anode (+) Terminal. Please refer to the assembly
instructions before installation. The PSW material is Arlon 85NT. Please
follow the recommendations for storage, drying and assembly of Printed
Wiring Boards Containing Arlon 85NT Substrates.

WHIP

Note 1: OP-15 can connects internally to pin4 (-V)
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Shield

Vout

+V

Bias

-V

C3 1.0nF
CDR31BX102BKUS

100V

R4 1k
M55342E06B1E00R

+

-

U1

OP15
OP-15 AJ/883B

3

2
6

7 1
4 5

8

R1 100k
M55342E06B100ER

R3 75M
S1206CPX756J

C4 1.0nF
CDR31BX102BKUS

100V

C2 10pF
CDR31BP100BKUS

R2 24.9
M55342E06B100DR

+ C1B
CWR06-0.1uF

50V
CWR06NH104KBB

+ C1A
CWR06-0.1uF

50V
CWR06NH104KBB

C5 220pF
CDR31BP221BKUS


